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E = End clearance
Minimum 7” [18 cm] at end of run

Rack Rack

Rack

No clearance needed
between adjacent racks

W = Wall clearance 
Minimum 9” [23 cm] 

: 4.5” [11.5 cm]
(Enables front wheels to interlace)
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NOTE: Side views illustrate minimum values of A1 and A2

A1

BACK TO BACK

W A2

W A1

 1 Aisle Single Loaded

 1 Aisle Double Loaded

 1 Aisle Double Loaded, 1 Aisle Single Loaded

 2 Aisles, Double Loaded

SingleDecker™ Room Widths 

Aisle Minimum Optimal 

A1 54” [1.4 m] 60” [1.5 m] 

A2 60” [1.5 m] 72” [1.8 m] 

Layout Minimum Optimal 

1 112” (9’-4”) 
[2.84 m] 

124” (10’-4”) 
[3.15 m] 

2 188” (15’-8”) 
[4.78 m] 

200” (16’-8”) 
[5.08 m] 

3 280” (23’-4”) 
[7.11 m] 

304” (25’-4”) 
[7.72 m] 

4 356” (29’-8”) 
[9.04 m] 

380” (31’-8”) 
[9.65 m] 

SingleDecker  Racks
Aisle widths and clearances
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